GAS DETECTOR

THIET BI DO KHI

BW Single gas detector H2S, €O, 02, 502.

- Model: BW Clip

- Maintenance-free: No sensor or battery changes.

- Compact, lightweight design with one button

- Hibernation mode with case accessory of IntelliDox
- Affordable with low cost of ownership

- Origin: Canada

=)

Size

41 x50x87em/ 16x20x340n
Weight 92g/320z
Temperature H,5: -40to +50°C /7 -40 1o +122°F
CO: <3010 450°C/-22 1o +122°F
Q: 20to+50°C/410+122F
50,:-301t0 +50°C/-22 to +122°F
Humidity 59 - 95% RH (non-condesnsing)
Alarms Visual vibrating, audible (95dB) . Low, High
Tests Actived detectors automatically perform one

internal diagnostic test every 24 hours.

Typical battery life 2 years (H;5, CO, O, or 50,) or 3 years (H,5 or CO)

Event logging 35 most recent events
Rating IP 66/67
Certifications and Class |, Div. 1,Gr, A,B,C,D
approvals Class |, Zone O, GrlIC
ATEX: 111G
ExialICT4
DEMKO 14 ATEX 1356
IECEx: ExiallCT4
I[ECEx UL 14.0063
Warranty Two or three years from activation (given normal)

operation), plus one year shelf life (6 months for
). Up to three years for Hp5 and CO detectors
when used with the hibernation feature, limited to
24 months of detector operation.

Fﬁ.j

BW - May do don khi H2S, €0, 02, 502

- Model: BW Clip

- Khéng phi bao tri: khéng thay cam bién va pin,
- Thiét ké gon nhe v&i 01 nat didu khién

- Ché db dong bang vdi phu kién ndp chup.

- Hiéu qua, chi phi thip cho chi sé hitu

- Xuat x: Canada
"J {

41 x50x87em/16x20x340n

Kich thudée

Khéi luong 92g/320z
Nhiét Dé H,5 -40to +50°C /7 -40 to +122°F
COx -30to+50°C/-22 to +122°F
Oy 20to+50°C/4t0 +122F
50, :-30to +50°C /7 -22 to +122°F
D6 Am 5% - 95% RH (khéng ngung ty)
Bdo Bdng Bao dén, rung, am{95dB), Thap & Cao
Kiém Tra Tur dédng kiém tra khi may da md mdi 24h
Thei Luong Pin 2 Nam (H5, CO, O,0r 50y} or 3 Nam (H,5 or CO)
Luu Lai SuKién 35 sukién gan nhat
BPanh gia IP 66/67
Chimg Nhin Class |, Div. 1,Gr, A,B,C,D
Class I, Zone O, GrliC
ATEX: 111G
ExiallCT4
DEMEKO 14 ATEX 1356
IECEx: ExiallCT4
IECEx UL 14.0063
Bao Hanh Hai hoic ba nam tir khi kh&i déng (hoat déng binh

thuéng), thém mdét nam luu kho (6 thang cho cdm
bién Cy). Lén d&n 3 nam cho sensor H,5 va CO khi
durge st dung & ché db déng bang, gidi han 24
thang cho hoat déng cda may.

Gas Measuring Range Low Alarm Level High Alarm Level

HS 0-100 ppm 10 ppm 15 ppm
co 0-300 ppm 35 ppm 200 ppm
i years o

0,  0- 25.0%byvol. 195 % 235%
50, 0-100 ppm 5 ppm 10 ppm

Alarm setpoints are adjusted by users before and after activating the
detector. Set points shown are default values as shipped from the
manufacturer. Additional default values are available.

Gas

Day Bo Miic bao déng thip  Mirc bao déng cao
May Do phién bin 2 hode 3 nam
HS 0-100 ppm 10 ppm 15 ppm
co 0-300 ppm 35 ppm 200 ppm
My Do phién bin 2 nam
o,  0-250%byvol. 19.5% 235%
50, 0- 100 ppm 5 ppm 10 ppm

Nguding bao déng cd thé diéu chinh bdi ngudi ding trudc va sau khi
kich hoat may. Ngugng bio déng dugc thé hién la gid tri mac dinh ti
nha san xudt. Co thém cic gid tri mac dinh khac.




GAS DETECTOR

THIET BI DO KHI

BW Single gas detector H2S, €0, 02, 502,
PH3, 12, NH3, NO2, HCN, ETO, Cl02, 03, NO

Model: Solo

- The first single gas detector with the 1-Series sensor for
CO, H25, 02 and CO2. That means high accuracy, lower
costs and faster sensor response.

= Ability to assign detectors to workers and locations,

- Data logging with rolling 24-hour peak.

= Versions:

- 5olo & Solo Wireless: sensor 1-Series and 4-5eries,
Datalogging, 50 EventLogging, Worker & Location assign-
ment.

- Solo Lite: sensor 4-Series only, 5 EventLogging.

- Origin: Canada

Specifications

BW — May do don khi vdi cac cdm bién H2S, 0,02
502, PH3, (1.2, NH3, NO2, HCN, ETO, CLO2, 03, NO

Model: Sola
- May db khi don d3u tién véd cam bién 1-Series cho €O, H2S, 02
va CO2. Bigu ndy co ngha 13 d5 chinh xdc cao, chi phi thidp hon va
théri gian phan héi cla cdm bién nhanh hon.
- Ghi dir liéu lién tue trong 24 gid,
- Phién ban:

- Solo & Solo Wireless: sensor 1-Series and 4-Series, Datalog-
ging, 50 EventLogging, Worker & Location assignment.

- 5olo Lite: sensor 4-5eries only, 5 Eventlogging.
- Xudt xir: Canada

Théng 56 Ky Thuat

Size 70x6, /3 6em/70x6Tx4.1cm Kich Thude 7O0x6 73 6em /T 0x6Txd1lcm
Weight 3610 4.1 oz. / 103 1o 116g, depending on installed sensor Khai Lugng 103 dién 116 g (3,6 dén 4,1 oz), tly thude vao loai chm bién
Alarms Visual, vibrating, aucibe (25d8) Bao Bong Hinh dnh, rung déng, nghe duere [95 dB);
Low, High, STEL, TWA Thap, Cao, TWA, STEL

Tests Sensor integrity, circuitry, battery and audble/visual Kiém Tra Cam bién, mach dign, pin va canh b3o am thanh / hinh anh

alarms on activation, battery (continuous) khi kich heat; pin (lién tyc)
Typical battery life 12 months (6 months for 1-Series 02), 2 maonths for 15002 Thér krgng pin 12 thang (6 thang d&i vdi 1-Series 02) 2 thang d4i vai 15 CO2

Change High, Low, TWA& and STEL alarm setpoints Change High, Low, TWA& and S5TEL alarm setpoints
User options Enable IntelliFlash and non-compliance indicators Tiy Chen Enable IntelliFlash and non-compliance indicators

Set calibration andfor bump test reminders Ngudi Ding Set calibration andfor bump test reminders

Assign worker and location assignments Assign worker and location assignments

Language: English, French, Spanish, German, Italian, Russian, Language: English, French, Spanish, German, Italian, Russian,

Japanese, Chinese, Korean, Portuguese, Dutch Japanese, Chinese, Korean, Portuguese, Dutch

Solo Lite®: English, Russian, Japanese, Chinese, Korean only Solo Lite®: English, Russian, Japanese, Chinese and Korean only
Ratings EMI/RFI: Complies with EMC Directive 89/336/6€C IP66/6s ~ Panh Gia EMI/RFI: Complies with EMC Directive 89/336/EEC IP66/68
Certifications and Class |, Div. 1,Gr. A, B, C,D Chimg Nhin Class |, Div. 1,Gr. A, B,.C,D
approvals Class I, Div. 1, Gr. E F G Classll, Div. 1, Gr. E.F. G

American Bureau of Shipping Amwerican Bureau of Shipping
ATEX: CENNGT4 ATEX: CENGT4
Exia lCT4 Exia ICT4
IECEx: ExiallCT4 IECEx: ExiallCT4
CE: European Conformity CE: European Conformity

Sensor 5 Sensor Thén Thudt
Measuring Operating Relative Gas Day do [ppm) Nhiét 5 hoat dang B8 Am
Range (ppm) Temperature Irrnﬁ-':ﬂmnidfl?hg] (khéng ngung tul
HS 0-100 -40 1o + 122°F/-40 to +50°C 15% - 0% HS 0-100 40 to + 122°F/-40 to +50°C 15% - 90%
H.S: iHiom range: 0- 1000 -40 to + 122F/-40 to +50°C 15% - 907 H5 iy do oo 0-1000 40 to + 122F/-40 to +50°C 15% - 90%
50, 0-100.0 -40 to + 122°F/-40 to +50°C 15% - 90% S0, 0-100.0 40 to + 122F/-40 to +50°C 15% - 90%
HCHN 0-30.0 -40 to + 122F/-40 to +50°C 15% - 908% HCN 0-30.0 -40 1o + 122°F/-40 to +50°C 15% - 90%
[T 0-1000 -22 to + 122F/-30 to +50°C 15% - 90% €O, 0-1000 =23 to + 122°F/-30 to +50°C 15% - 90%
OO 0-2000 -22 to+ 122°F/-30 to +50°C 15% - 90% OOy 0-2000 -22 1o+ 122°F/-30 to +50°C 15% - 905
NH, 0-100 -4 to + 104°F/-20 to +40°C 15% - 0% NH, 0-100 -4 to + 104°F/-20 to +40°C 15% - 90%
NH, gt 2argel 0-1000 4 to + 104F/-20 to +40°C 15% - B0% MNH; sy do ca) 0-1000 A to + 104°F/-20 to +40°C 15% - 90%
cl, 0-500 4 ta + 122°F/-20 ba +50°C 15% - 90% cly 0-50.0 -4 to + 122F/-20 to +50°C 15% - 90%
NO 0-100 -4 to + 122F/-20 to +50°C 15% - 0% NO 0-100 -4 to + 122F/-20 10 +50°C 15% - 90%
NO, 0-50 4 to + 122F/-20 to +50°C 15% - 00% NO, 0-5.0 =4 to+ 122F/-20 to +50°C 159 - Q0%
PH, 0-500 4 to & 122°F/-20 to +50°C 15% - 90% PH, 0-500 -4 to + 122F/-20 to +50°C 15% - 90%
ETO 0-100.0 -4 to + 122F/-20 to +50°C 15% - 0% ETO 0-100.0 -4 to + 122F/-20 10 +50°C 15% - 90%
clo, 010 4 to + 122F/-20 to +50°C 15% - 90% clo, 0-1.0 <4 to + 122F/-20 to +50°C 15% - 90%
aQ, 0-1.0 -4 to + 122F/-20 to +50°C 155 - 0% o, 0-1.0 -4 to + 122F/-20 to +50°C 158 - 90%
o, 0-30.0% -4 to + 122F/-20 to +50°C 0% - 999 = 0-30.0% -4 to + 122F/-20 to +50°C 0% - 99%

Alarm setpoints for all sensors are adjusted by users. Setpoints are automatically

displayed during instrument start up.

Nguing béo déng do ngudi st dung diéu chinh. Nguéng béo déng tu déng hién
thi trong qua trinh khdi dong.




GAS DETECTOR THIET BI DO KHI

BW Multi gas detector H2S, (0, 02 & LEL BW - May do da khi H2S, €0, 02 & LEL

- Model: Gas Alert Micro Clip XL/X3 - Model: Gas Alert Micro Clip XL/X3

- Its slim and compact design makes it easy to [ |£ il ] - San pham thiét ké mong nhung ran chic, dé dang
wear, allowing workers to focus on the job at ' hon khi lam viéc ma khong cam thay nang né.

hand without feeling weighed down. With easy - Thao tac don gian chi véi mot nut khai dong

dhebiition Dpetston, workers: ffake: fewss p"'ll —— Giam thi:a’u Ic':.i ky thuat khi van hanh va thai gian
operational errors and training time is reduced. b I gﬁg?;;g:;;ﬁ% i AT

- Maximum for 4 types of gas T T ALK L e ; i

- Can perform calibration, and replace sensor /q i Cc_:r the hreg chudn; thay cam bith

- Power by rechargeable baterry. b d ' ;ﬁ;‘-’:ﬁ g:a‘ij’athé sac.

- Origin: Canada

Kich thudc M3x60x32cm/ 44x24x1.20n Kich thudc M3x60x32cm/ 44x24%1.20n

Khéi lugng 1909 /6.7 oz. 179g /6.3 oz, Khi lugng 190g/6.7 oz 179g/63 oz.
Temperature  -20 to +50°C/ -4 ta +122°F Mhigt do -20to +50°C / -4 to +1227F
Humidity 0% - 95% RH (non-condesnsing) Bé dm 0% - 95% RH (khéng ngung tu)
Alarms Visual vibrating, audible (954B) . Low, High, TWA, 5TEL, CL {over limit) Bao dong Bao dién, mung, dm {95dE). Thap, Cao, TWA, STEL, OL (qusd gidi han)
Tests Audible/visual alarms on activation: sensors, battery and Tests Am/dén bao khi khai déng: cdm bién, pin va mach (lén tuc)
circuitry (continuous)
Typical battery 18 hours; recharges in less than 6 hours Thai lugng pin 18 gid, sac lai chua dén 6 gids
life Mote: Approsimately 209 capacity koss is noemnal with lithium polymer basteris Ghi chil: Thang thudng khodng 20% thai luong pin bi mat saw 500 lin sac. Tham
after 800 charge cycles. Refer to the Operator’s Manwal for additional information. khia Hudng Ddn 540 Dung A8 bidt thém thing tin.
User options  Confidence beep IntelliFlash Interval Tay chon Tiéng beep Cai khoang dén Flash
Set STEL interval Combustible gas ngudi ding Cai dat khoang STEL Blo khi chay nd (%LEL hodc
Sensor on/off measurement (SLEL or Tat/md cam bién % CH4)
Latching alarms % by Volume methane) Bao déng Latching MNgusi diing e thé cai dit
Safe display mode User-settable calibration Ché dé hign thi an toan midic khi hidu chudn,
Stealth mode gas level Ché dé dn Bude higu chudn khi qua
Calibration lock Force calibration Khoa viée hidu chuan han
Auto zero on start up when overdue Ty dang zero khi khai déng Xdc nhan bdo déng thap
02 auto calibration Low alarm acknowledge Tt déng hiéu chudn 02 Mhiéu lya chon ngdn ngl
on start up Language choices lGe khii didng Cai dat tin nhan lbe khéi
Set bump test interval Set customn start up message Cai dat khoang bump test dang
Force bump test when overdue Budc Bump test khi qua han
Ratings IP&8 up to 45 minutes at 1.2m (GasAlertMicroClip XL and X3) Banh gid IPGS bén dén 45 phit & 1.2m (GasAlertMicroClip XL and X3)
EMI/RFI: Complies with EMC Directive 2004/ 108/EC EMIVRFI: Complies with EMC Directive 2004/108/EC
Certifications Class |, Div. 1, Gr, A, B.C, D Chiing nhan Class |, Div. 1,Gr, A, B, C,D
and ATEX: 111G ATEX: 111G
approvals Ex falIC T4 Ga ExiallC T4 Ga
IECEx: ExiallC T4 Ga IECEx: ExiallCT4 Ga
CE:  European Conformity CE:  European Conformity
KTL {GasAlertMicroClip X3 certificaion in progress) KTL (GasAlertMicroClip X3 certificaion in progress)
Warranty Full two-year (GasAlertMicraClip XL) or three-year Bao hanh Bido hanh diy di 2 nam (GasAlertMicreClip XL) hodc 3 ndm
(GasAlertMicroClip X3) warranty including all sensors (GasAlertMicroClip X3) bao gom tat ca cic cdm bién
Expected Five years including all sensors (GasAlertMicroClip X3 only) Thési glan 05 nam cho tit ca cam bién (GasAlertMicroClip X3)
service *Nohe; Sensors do nof contain consurnable components and will ypicolly reach phuc vu "Ghi chid: Cae edm bign khdng chis b kidn wd sé 880 gidd hon coa tha glon
lifetime the expected [ifetime if used according to the instrisctions in the wser manual l-'l'lﬂ.ﬂ! I';'l-l#flrﬁ st dung néu duce s dung dimg theo tai lidu hudng difn, Xin chi § rhidng

Pleaie note that poisoned seniars are nal covered by wammnty. cdm bifn Mm hang khdng duge bdo hanh,

Gas Measuring Range Resolution Gas Day do Bé phin glal

H=5 0 - 100 ppm 1 ppm H=S 0 - 100 ppm 1 ppm

co 0 - 500 ppm 1 ppm co 0 - 500 ppm 1 ppm

0, 0- 30.0% 0.1% o, 0- 30.0% 0.1%
Combustible 0-100% LEL 1% Combustible 0 - 100% LEL 1%

gases 0-5.00 viv 0.1% gases 0-5.0% viv 0.1%

Alarm setpoints for all sensors are adjusted by users. Setpoints are automaticaly Nguang bao déng do nguai sir dung diéu chinh, Nguing bao déng tu dang
displayed during instrument start up, hin thi trong qud trinh khdéi déng.




GAS DETECTOR

THIET BI DO KHI

BW Multi gas detector H2S, €0, 02 & LEL
- Model: Gas Alert Max XTI

- Integrated sampling pump, ideal for confined
space

- Compact and lightweight design makes it
comfortable to wear

- Simple automatic calibration procedure

- Origin: Canada

GasAlertMax XT Il Specifications

BW - May do da khi, do duoc H2S, €0, 02 & LEL

- Model: Gas Alert Max XTI

- Bom lay mau dugc tich hop, giai phap tét cho kiém
tra khéng gian han ché,

- Thiét k& nhe va chiac chan giup ngudi s dung
thodi mai khi deo

- Thi tuc higu chudn tu déng don gian.

- Xuat xi: Canada

GasAlertMax XT Il Théng 56 Ky Thudt

Size SAx28x20in./13.127.0x52¢cm Kich thude 51x28x220in./13.1 x7.0x52cm
Weight 11.50z/328g Khéi lueng 11.50z/328g
Temperature -4 to 122°F /-20 to 50°C Nhiét do -4t0 122°F /-20to 50°C
Humidity 10 - 100% RH {non-condensing) Dé dm 10- 100% RH (khéng ngung tu)
Alarms -Visual, vibrating, audible (95dB) Bio Béng - Bao dén, rung, am (95d8)
- Low, Hign, STEL, IWA, OL {over limit), Low - Thap, Cao, STEL, TWA, OL (qua gidi han)
Battery, Pump Pin, Bom
Tests Audible/visual alarms on activation, sensors, Kiém tra Bao dm/dén khi khdi déng

battery, pump and circuitry (continuous)

Pin, borm va mach {lién tuc)

Typical battery 13 hours @ 32°F / 0°C
life 8 hours @ 4°F / -20°C
Recharges in 6 hours

Thi luong pin 13 hours @ 32°F / 0°C
8 hours @ 4°F / -20°C
Sac lai trong & gid

Pump draw Sample fromup to 75 ft./ 23m Bom Lay mau & khodng cach 1én dén 75 ft./ 23m
User aptions Confidence beep Farce calibration when Tiy chon Tiéng beep Bude higu chudn khi
Safety (sensor) lock overdue ngud diing Khda an toan (cam bién) qua han
Latching alarms Sensor configuration Bao ddng Latching Cau hinh sensor
Safe display mode Low alarm acknowledge Ché d4 hién thi an todn  Xac nhian bdo dong thip
Calibration IR lock Language choices (five) Khéa hing ngoai Thy chon ngdn ngd (5)
Location selection Set custom start-up viéc higu chudn Cai dat dong tin khi
Force bump test when message Chon lua vi tri khdi ddng
overdue Datalog interval Budc Bump test khi Khodng luu dirligw
qua han
Ratings Ingress EMI/RFI: Complies with EMC Directive Biénh gia EMI/RFI; Complies with EMC Directive
Protection 2004/108/EC IP66/6T 2004/108/EC IPaB/ET
Certifications and Class |, Div.1,Gr. A, B, C,D Ching nhan Class |, Div. 1,Gr. A, B, C,D
approvals ATEX: GaExlallCT4 ATEX: GaExlallCT4
IECEx: |11 GGaExiallICT4 IECEx: |11 GGaExiallCT4
BrExiallCT4 BrExiallCT4
Warranty Full two years warranty including all sensors Bdo hanh Hai ndm cho tat cd cam bién

Sensor Thé thuat
Measuring Range Resolution Day do B phin giai
HS 0-200 ppm 1 ppm HS5 0-200 ppm 1 ppm
co 0-1000 ppm 1 ppm co 0-1000 ppm 1 ppm
o, 0-30.0% 0.1% O 0-30.0% 0.1%
Combustible 0-100% LEL 1% Khi gay 0-100% LEL 1%
gases 0-5.0% wiv 0.1% chdy nd 0-5.0% viv 0.1%

Alarm setpoints for all sensors are adjusted by users. Setpoint(s) are
automatically displayed during instrument start up.

Nguimg bao déng do ngudi sir dung digu chinh. Ngudng bao déng tu déang
hién thj trong qud trinh khéi déng,




GAS DETECTOR

THIET BI DO KHI

BW - Muli gas detector H2S, (0, 02, 502
PH3, NH3, NO2, HCN, (12, Ci02, 03,
combustible gases, VOCs, (02

Maodel: Ultra

- The first gas detector on the market to feature the 1 Series
sensor, with fast response, reliable performance and long life
- Intuitive LCD icons for quick decision making

- Intuitive large dot matrix display giving clear readings

- Smart Gas layout for clear sensor reading

- IntelliFlash™ & Reverse IntelliFlash™ for clear compliance

- Honeywell Connected Weorker compatible

- Honeywell TouchConnect™ Technology for activating a fea-
ture

- Honeywell SafetySuite for unit configuration and reporting
- Origin: Canada

BW — May do da khi do téi da duoc 5 khi
trong cac khi sau H25, €0, 02, 502, PH3, NH3,
NO2, HCN, (12, 102, 03, chit dé chay, VOCs, (02

Model; Ultra

- La may dd khi dBu tién trén thi trudmg tich hop cam bién 1
Series phan hdi nhanh, higu sudt dang tin ciy va tudi tho cao.

- Cdc biéu tugng LCD trire quan dé dua ra quyét dinh nhanh chéng
- Man hinh ma trin diém lén trre quan cho két qua doc rd rang

- B& tri khi théng minh d& doe cam bién rd rang

- IntelliFlash ™ va ¢ Reverse IntelliFlash ™

- Turerng thich wéi Honeywell Connected Worker

- Céng nghé Heoneywell TouchConnect ™ dé quan ly cong cy nhanh
chong

- Honeywell SafetySuite cho cdu hinh va bdo cio

- ¥udt xir: Canada

Connected worker Bluetooth™ Low Energy [BLE) - Ability to connect to Honeywell's App Kt néd Blustooth™ Low Energy (BLE) - Khd nang két ndi véd (mg dyng
Event logging 30 alarm events and 10 bump events Ghi nhéin sy kidén 30 s kifin hao ding va 10 sur kién bump
Slze S58x33x16inch/148x85x4,0cm Kich thuic 58x33x16inch/ 148 xB5x4,0cm
Welght 14.5 oz. f 411 g [with chip) Khii igng 14,5 0z, f 411 g {cd kep)
Temperature A to+131°F /-201t0 +50° C Nhigt do <4 o +131° F [/ -20 to +507 C
Data logging 45 days based on 8 hour shifts every 15 seconds logging _ Biingnhdp dirlu 45 ngiy dira trén ca B gilr ol sau 15 gidy ghi nhit ky
Alarms Visual, vibrating, audible (95 dB); Low, High, TWA, Bao dbng Hink dnh, rung dong, nghe duge (95 dB); Thip, Cao, TWA, STEL, OL [wirgt
qua gidt han}STEL, OL {over limit}
Activated detectors automatically perform one internal diagnostic Khém tra B phét hién duge kich hoat ty dng thire hign mét chin dodn ni bd
st ewery 24 hours [ensors, battery, and drcuitry) kilfm tra 24 gilr mot fin [cdm bifn, pin vi mach didn],
Pump Sample fromup to 75f. / 22.9m Bom Lily mdiu & khadng cich Ién dén 75t /229 m
User options Adjust STEL period (5-15 minutes in 1 minute intervals) Tiry chon Bidu chinh khodng thiv gian STEL (5-15 phit trong khodng thii gian 1 phit)
Calibration span levels/ Calibration interval nguid ding Cic mirc kiodng higu chink
Bump test interval Khodng théri gian higu chudn
Select combustible gases measurernent: 0-100% LEL (Lower Explosive Limit) Khodng thir gian thir nghiérm [gn xhn
or hMethane gas 0-5.0% vy Chon phép do khi dé chiy: 0-100% LEL (Gidi han nd thip hon) hodc khi
LEL and PID correction factors mitan 0-5,0%
Catibration due date (1 to 365 days, or set to rero for off) Hé 58 hidu chinh LEL v PID
Individual sensor enabbe/disable Ngay dén han higu chinh {1 dén 365 ngay, hodc dit thanh O 48 tat)
Latching alarms Bt / it chm bidin riéng 18
Stealth mode Chidt bdo ding
Languages: English, French, German, Portuguese, Spanish, Chinese, Russian Mgén nglr: Anh, Phap, i, B8 B30 Mha, Tay Ban Nha, Trung Qubc, Nga
Ratings EMISRFI: Complies with EMC Directive 89/336/EEC IPBE/68 m'ﬂ EMAI/RFI: Complies with EMC Directive B9/336/EEC IPGE/EE
Certifications and Class L Div. 1, Gr A B, C, D Chdmg nhin Class L Div. 1, Gr. A, B C. D
approvals American Bureaw of Shipping - Toxic & PID models American Bureau of Shipping - Towdc & PID models
ATEX: 116G ATEX: NG
(3a Ex fa HC T4® Ga Ex ia BC 74"

0 2G + IR model anty
ExdialCT4*

IECEx: Ga-ExlaiCTa®*
Ex d la C T4* - IR model only

“Teenperahire codes may vary o1 o Runcion of the bamenes ol Feeie see owmers

mwanviadl for i cosryshele bndang of corrgnatdie Bameres and resdes

0 2 G - IR model ondy

Ex o ia HC T4*
IECEx: Ga-Ex laliC T4®

Ex d ia BC T4* - IR model only
ik e bt G i bl ik bt vhar i s g i e i o K AT Wi g e
WL sy mha wiby wu it A8 e dank sdoh howdn chdnh o e Fumg Dhach 141 rbsft 30

Sensor Specif Sensor

Maaiuring Dalaul D4 phin glhi D4 phin gl cao
Gan Range ippm) Resolution | ppm) Gas md¢ dinh (ppm} (ppm)
HS 0-500 1.0 ol HS 0500 1.0 o1
<] ] 1.0 [ £0 -9 1.0 MiA
TwinTox (H,5] 0500 La o TwinTox (H,5) 0500 Lo o
TwinTex (CO} o-500 10 MAA TwtbnTax (00 o-500 1o [
o2 0-30.0% 0,1% WA o2 - 300 0.1% MA
5037 0-150 10 ol 502 0-150 L ol
PH, 05,0 1.0 ol PH, 5.0 1.0 o
NH, o100 1O 01 HH, 0-100 Lo 0y
NO, 0999 10 ol NO, 0929 1.0 o
HEN 0-30.0 1.0 0. HCN 0-30.0 Lo 01
€l 0500 Lo ol cly 05000 Lo ol
€io, 01,0 a1 0.0 o, 10 o1 [T
0y 010 o1 0.0 oy 1.0 0.1 a0
FID (VOC) - 1000 1 WA FID (VOC) - 1000 [ MW/A
IR (€0} 050,000 / 05,00 wiv 50/ 0.01% N/A IRACO,) 050,000 7 0-5.0% vy 50/ 0.01% MNIA
Combustible gosmt 0 100% LEL / 0-5.0% wiv 148 £ 0,1% M/A Combpstible gesms - 100% LEL 7 0-5.0% wiv 1%.70,1% A
Al setpoints for all senson are adjusted by wier. Setpoimi ane sutomatically desplayed during R brbia dhéineg dio nguitt il dung deu clinh, Mididng Baa g T dieg hidn thi
irsirument San up bty iguds iy bl g




THIET BI DO KHI

BW - Muli gas detector H2S, €0, 02, 502 _ BW — May do da khi do toi da dugc 5 khi
PH3, NH3, NO2, HCN, (12, Cl02, 03, ary trong cac khi sau H25S, €O, 02, 502, PH3, NH3,

combustible gases, VOCs, 02 SPYaC ) NO2, HCN, CI2, €102, 03, chat dé chay, VOCs, (02

- Model: Gas Alert Micro 5 series TN - Model: Gas Alert Micro 5 series
—

- Optional integral motorized pump option for . ﬁ

-Upto 5 gas types B - C6 thé db dugc ti da 5 khi
¢ - Co thé lip thém bom dé do & d6 sau va khéng gian
remote sampling ds chat hep.

- Two battery options: AA alkaline or rechargeable

- Cé 2 tuy chon pin sac va pin kieém
- Bdo hanh 2 ndm bao gdm cam bién (1 nam dai vdi NH3)
- 3 phién ban:
-Gas Alert Micro 5
- Gas Alert Micro 5 PID vai sensor VOCs
- Gas Alert Micro 5 IR vai sensor CO2
- Xudt xir Canada

- Two year warranty including sensors (1 year NH3)
- Three versions:

- Gas Alert Micro 5

- Gas Alert Micro 5 PID with VOCs sensor

- Gas Alert Micro 5 IR with CO2 sensor
- Origin: Canada

GasAlertMicro 5 Specific !
S57u2Su15in /1457 4x38cm

GasAlertMicro 5 Thang so ky thudt

STx29x150n /145 xT 438 cm

Size Kich thude
Weight 13.10z/370g Khidi higng 13.10z/370g
Temparature 4 bt 12°F /- 20 to +50°C Hhigt da 4 b 122°F [ - 20 to +50°C
14 to 104°F /=10 to +40°C (PIDY) 14 b T04°F /=10 to +40°C (PIDY)
Alarms =Wisual, vibrating, audible (95dE) Bio déng =Wisual, vibrating, audible (95dEB)
- Low, Hign, STEL, TWA, OL {over limit) - Low, Hign, STEL, TWA, OL {aver limit)
Tests Sensor integrity, circuitry, battery and audiblefvisual alarms on Kiém tra Sensor integrity, circuitry, battery and audibledvisual alarms on
activation, battery (continuous) activation, battery [continuous)
Pump Optional, Sample from up (o 66 ft, £ 20m Bom Bomn gdn mgodd, 18y mdu trse i,/ 20m
User options Confidence beep Combustible gas Tiy chon Tiéng beep Bo khi chiy nd (3sLEL hodc
5e1 STEL interval miasiremaent (% LEL or % by nguid ding Cai it khodng STEL % metan)
et TWa method wolume methane) Cal dit phuong phap TWA Tu ddng higu chudn 02 khi
Sensor onfoff 032, auto calibration on start up Tat/md cam bidn khdil ding
Safe display mode Sleep mode Ché a4 hidn thi an todn Ché dd tiét kigm nang lugng
Stealth mode User-settable calibration gas Chié d¢ dn Houti disng cb the chinh mae
Adjust Clock vl Chinh ddng hé may khi khi hidu chudn
Set datalogger rate Calibration due lockout Cal mudc ad huu di ligu Khéa ki qui han higu chudn
Passcode protection Daily bump test Ma bao wé Bump test mdi ngay
Correction factor llbrary (LEL, PIDY  Language cholces (five) Tht vién nham td chinh xac (LELPID)  Chon ngdn ngd (05)
Fast pump High resolution B hoat d0ng nhank B phan gidl cao
Ratings EMURFE Complies with EMC Directive 2004/ 108/EC IP66/6T Banh ﬂli EMURFE Complies with EMC Directive 2004/ 108/EC IPG6/6T
Certifications and Class |, Div. 1. Gr. A, B, C, D Chitng nhén Class I, Div. 1, Gr. A, B, C, D
approvals American Bureau of Shipping - Toxic & PID models American Bureaw of Shipping - Toxic & PID models
ATEX: 1I1G ATEX: 111G
Ga Ex ja NCT4* Ga Ex ja NCT4*
112 G- IR model only 112 G - IR model only
Ex o ia 1IC Ta* Ex o da 11C T4*
IECEx: Ga-ExlaliCTa" IECEx: Ga-ExlallCT4"

Ex d ia IKC T4* - IR model only

*Ternperahure codes may vary a3 o funcion of the boferies inrloled. Megie see owmers

manuad for a complele Inding of compatiide baferes and codes

Ex d ia IC T4* - IR model only
*Cidc i nfiétdd of the khie mhaw nhu mdt ohetc ndng ol pin dd duor e dd Vol og eem
MDA ke nhd sdn xudt & of danh sdefs hoan chinf oda pin fuang thich vd md nhift 44,

Sensor Specifications
= Maasuring De_hul:t High _Hrs:-lullm b nhanlglil Dgpl'l_in gl can
Range (ppm) Resolution {ppm) [ppm] miic dinh (ppm) [ppm]

HSE 0-50 1.0 0.l M 0-500 1.0 0.
o 0-999 1.0 HIA [+ 0-959 1.0 HA
TwinTox [H5] 0-500 1.0 0.0 TwinTox (H,5) 0-500 1.0 0.1
TwinTox (€O} 0-500 10 A TwinTox (CO} 0-500 Lo [T
02 0-30.0% 0.1% NIA a2 0-30.0% 0.1% HAA
502 0-150 1.0 ol 502 0-150 1.0 0.1
PH, 0-5.0 1.0 0.1 PH, 0-5.0 1.0 0.1
NH, 0-100 1.0 0.1 NH, 0-100 1.0 0l
NO; 0999 1.0 ol NO, 0-92.9 1.0 0.1
HCN 0-300 1.0 0. HCN 0-30.0 1.0 o
cl, 0-50.0 1.0 0.1 Cly 0-50.0 1.0 0.1
o, 0-1.0 01 001 cio, 0-1.0 0.1 0.01
Oy 0-1.0 0. 0.01 Oy 0-1.0 0.1 000
FID [VOC) 0-1000 1 [ PID (VO] 0- 10080 1 [T
IR {C0;) 0-50,000 7 0-5.0% wiv 50/ 0.01% /A IR {C0;) 0-50.000 / 0-5.0% wiv 504 001% MR
Combustile guess (- 100% LEL/ 0-5.0% wiv 146/ 0.1% BA Combustible goess {1009 LEL / 0-5.0% wiv 196/ 0,1% MR

Alarm setpaints for all sensoes are adjusted by wser, Setpoints ane automatically displayed during

Irstrument stan up

Hguiing bdo ddng do nguti sir dung difu chiinh, Nguang béo $hng tu déng hidn thi
brorg qu trnh kohal didng,




GAS DETECTOR

riratin. 2 U
Wit s gt BSar

BW — Micro Dock Il Automatically
Test and Calibration

- There are 01 Docking station & 06 Modules

- Compatible with all BW portable gas detectors.

- Automatically bump test, calibration, data
logging & charging.

THIET BI DO KHI

BW - Hé théng ho tro kiém tra va
hiéu chuan tu déng. Micro Dock Il

- GOm 01 tram chinh va 06 tram con.

- Tuging thich vdi tat ca may cam tay BW

- Tu déng bump test, hiéu chuan, luu diligu
& sac cho may.

BW - Confined space kit

- Completed kit for confined space checking
- Included: IR connectivity, sampling hose, case,

0.5 regulator, User 's manual, Gas Alert Max XTI,

gas cylinder, Fleet Il Manager software.

BW - Bé thiét bi kiém tra khdng gian han ché

- Bé thiét bi hoan chinh cho viéc kiém tra khéng gian
han ché.

- Bao gom cac thiét bi: Day ldy mau khi, vali, van diéu
ap 0.5 lit, HDSD, may Gas Alert Max XTI, binh khi chuan,
phan mém Fleet Il Manager.

BW - Genaration 2 pump,

Used for Gas Alert Micro 5 Series
- Bom réri thé hé tha 2

- Ding cho Gas Alert Micro 5 Series

BW - Charger For Gas Alert

Micro Clip & Gas Alert Max XTII
- Sac thay thé cho may Gas Alert
Micro Clip & Gas Alert Max XTI

BW -Vehicles Charger
- Sac s dung trén xe

BW - Sample gas cylinder used

for bump test & calibration
- Binh khi chuan
- Ding dé bump test va higu chuan

BW - Multi Charger

- Bd sac ding cho nhiéu may

BW - IR connectivity & Fleet
Manager Il Software

- B& két ndi vdi PC bang hdng ngoai
& phan mém Fleet Manager |,

BW - Electro-chemical sensor
- Cam bién dién hoa hoc

BW - Photo i-onlization sensor
- Cam bién quang hoc

BW - Infrared sensor
- Cam bién hdng ngoai




